
RedBuilt Open-Web Truss with Cap Plate

Cap plates provide the following functions: 

    

    

When uplift on cap plate-to-truss connection exceeds 104 plf, contact your RedBuilt Representative

Butt joints as they occur

Plant nailing varies per material

11
2"x31

2" LSL cap plate

Plant nails by RedBuilt

Plant nails by RedBuilt

10d (0.148"x214") deck nails (maximum 3 rows at 
6" on-center in each panel)

2x4 MSR, 112"X31
2" LSL 

cap plate, or 112"x43
4" LSL 

cap plate

LSL Cap Plate (Suitable for straps. See page 25.)

Swan Lumber Cap Plate

2x4 MRS cap by RedBuilt (not suitable in strap 
applications because the combination of deck, strap, and 
plant nailing will split the MSR cap)

10d (0.148"x214") deck nails (maximum 3 rows in in each 
panel). Closest nail spacing:
-11

2" on-center without straps
-21

2" on-center with straps. See page 28.

For diaphragm nails, use 2 1
4" max. length deck nails to eliminate 

nail-spacing limitations with truss chords

� Transfer seismic/wind Strap loads (TimberStrand LSL cap plate only). 
� Enhance diaphragm nailing capabilities.    
� Provide diaphragm shear transfer at continuous panel joints (required at all high shear 

diaphragms).   
� Eliminate interference between subpurlins and truss pins in panelized roof systems.
� Required to provide adequate attachment base for structural insulated panels (SIPs) or 

Tectum deck applications.


